Scan—-Antenna-

Printed: 2/28/2026

Datasheet

SP-BA Power Splitter Series

AIR Band External Splitter/Divider 300 Watt

2-, 3- & 4-way high power splitters
Covering the VHF AIR Band
Power handling up to 300 Watt
For out- and indoor use

ELECTRICAL SPECIFICATIONS

Type External Outdoor Splitter/Divider 300 Watt
Frequency 118 -136 MHz

SP-BA-2:3.0dB

Nominal Splitter
SP-BA-3:4.8dB

Loss SP-BA-4:6.0 dB
Insertion Loss <0.2dB

VSWR <115
Impedance 50 Ohm

Maximum Input
300 Watts

Power

MECHANICAL SPECIFICATIONS

Color Dark Grey (RAL 7021)
Length 631 mm

Weight 1.4 kg

Operatin

Tepm pera?u re ~20°Cto+60%C
Connector Type N-female

Serial No. On product label
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Disclaimer: Here you find all products for a conplete antenna system One-stop supplier with focus on high quality products produced in BJ. No matter which type of antenna you
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ORDERING INFORMATION

N8-136 MHz,
SP-BA-2 2 ways
In Box

18 -136 MHz,
SP-BA-3 3ways
In Box

18-136 MHz,
SP-BA-4 4 ways
In Box
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