
PU-painted steel bracket for installation of smaller Marine and Wireless (M2M) antennas on
wall or mast etc. The antenna mounting hole in the bracket is 11,8 mm especially made to
accept SMA and FME bulkhead connectors. On both SMA and FME bulkhead connectors a
wide range of portable antennas with the corresponding interface connectors can be
placed directly.

PU-PAINTED STAINLESS STEEL

ELECTRICAL SPECIFICATIONSELECTRICAL SPECIFICATIONS

MECHANICAL SPECIFICATIONSMECHANICAL SPECIFICATIONS

Color White

Weight 50 g

Mounting With screws or Pop-Rivets (not supplied)

Mounting Place On wall or mast

Mounting
Instruction

NOTE! Not suitable for heavy antenna types

Mounting hole Ø 11.8 mm

Materials PU-painted high grade stainless steel

For Antenna Types Smaller Marine and Wireless antennas

Dimension 87 x 80 x 34 mm (1.5 mm thick)

ORDERING INFORMATIONORDERING INFORMATION

P/N 16210IP (Bulk packing)

PACKAGING INFORMATIONPACKAGING INFORMATION

Type Bulk or Polybag

WALL BRACKET 87 (Ø11.8) WHITEWALL BRACKET 87 (Ø11.8) WHITE
Steel wall mounting bracket. PU-painted white
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Disclaimer: Every effort has been made to ensure the accuracy of the information in this product sheet. Scan Antenna reserves the right to introduce changes to this information
without notice. All rights reserved.
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